PROJECT DESCRIPTION CONTACT LIST

|, GENERAL
The contact persons for District *4 are os follows: . ' . .
This project involves the modification of the existing traffic controlsignal at the intersection of ' :
Greensrping Avenue and -695 (Baltimore Beltway Ramp) in Baltimore County, Maryland. x‘s.ig;‘:t‘"?s‘i‘:%t Engineer - Traffic A . ) P h a S e C h a rt
Greenspring Ave. is considered to run in a north/south direction. , : . : _ 4101-321-27'81 ' 9 '
' . : Ms. Suenette Pope
fl. INTERSECTION OPERATION : Assistont District Engineer - Utility
' : : : 410-321-3460
The intersection operation to remain unchanged. Mr. Steve Markiszewski : _ ,
N ' . . . \ ~ Assistant District Engineer - Maintenance ’ ' ' ‘ 1 2 3 4 5 6 T
The existing base mounted cabinet located at Greenspring Ave. to be utlized. 410-321-2761 @o (7 ®  w) ) O (®
. ' ) B I~
Mr. Richard L. Daff : oI OBOENOEEOEEONEON
N, b e P
Chief, Traffic Operations Division "o () (6] (s () (s)
410-787-7630
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A SHA furnished equipment material.
None.
B. Eguipment to be furnished ond installed by the Contractor.
Allequipment in this fist shalihave catalog cuts submitted for approvalprior to installation.
: Specification
Quantity Units Seetion Description
Lump Sum LS 108 Mobilization.
Lump Sum | LS 104 Maintenance of traffic. ‘ .
2 EA 81 Handhole. | | | Wlnng Diagram
2 EA --- Non-invasive probe {set of 3) with 1000 fi. lead-in cable. ‘ '
100 LF 805 3 in. polyvinyl chloride {Schedule 803 electrical conduit - trenched.
' _ , LW LW
70 LF 805 3 in. polyvinyl chloride [Schedule 801 electrical conduit - bored. \ BENEE
. | . 101t .
90 LF . 805 4 in. polyvinyl chioride {Schedule 80] etectriqal conduit - hored. ' : . ” ‘%\ i E i E E ; A % Non-Invasive Micro—loop
) . ‘ . B ) Detector Lead-in Cable
Lump Sum LS - Puliback and rerun existing cables (approx. 3600 ft.) - lf_—_ Lit LLd ;
Lump Sum s - Remove and dispose of existing signal equipment. | LW — Loop Detector Wire
Lump Sum - LS === As-built for S.H.A. [on CADDI. | vl — Micro-foop Detector
' | {Non-Invasive}
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c MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
) Office of Traffic & Safely

TRAFFIC ENGINEERING DESIGN DIVISION

]722 . (General Intormation Plan)
];"@726’ Greenspring Avenue at [-695 (Baltimore Beltway)
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